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ROD-LATCH SYSTEM

HANDLE BODY

MODUL

FINISH

FINISH

MATERIAL

MATERIAL

GROUP CODE

FINISH F
Black coated 2

MATERIAL M

Zamak 1

CYLINDER TYPE DD
Stainless steel dust cap (Keyed alike) 03
Stainless steel dust cap (Keyed di� er) 32
Euro key (5333) 05
CH751 (Stainless steel dust cap) 07

PRODUCT CODE

New

OPTION

LINEAR HANDLE LOCK

• Ergonomic and modern design
• Locking and unlocking by linear   
   movement
• Suitable for inside & outside gasketing 
   applications 
• Swing handle has a modular lock    
   structure allows easy modi� cation for
   customer requests
• Standard or special rods allows locking to 
   both directions

MATERIAL
BODY:   PA6 GFR 30
HANDLE  Zamak DIN-EN 

1774-ZnAl4Cu1
MECHANISM:  Steel
CAM:  Steel
SEAL: Polyurethane

 For cams please check pages: 146 - 147

 For rods please check pages: 150- 161

 For keys please check pages: 162 - 163

Cut out

VERSION

MODUL
5 mm Double bit 8 mm Square 9 mm Triangular Button

15 28 39 55

OPTION

Sliding dust cover Fixed cover

Note: For di� erent colors please 
contact Essentra  

With mechanism

CAM
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47

204

320.02.225

  

:2V

 email | sales@essentracomponents.co.uk       web | www.essentraaccesssolutions.com

ROD-LATCH SYSTEM

New

Cut out Example application of V:2 (standard � at rod):

Example application of V:2 (Special � at rod):

LINEAR HANDLE LOCK

• Ergonomic and modern design
• Locking and unlocking by linear   
   movement
• Suitable for inside & outside gasketing 
   applications
• Swing handle has a modular lock    
   structure allows easy modi� cation for
   customer requests
• Standard or special rods allows locking to 
   one direction

MATERIAL
BODY:   PA6 GFR 30
HANDLE  Zamak DIN-EN 

1774-ZnAl4Cu1

FLAT ROD 
EASY ASSEMBLY PART

• Allows easy mounting of the � at 
   rods

MALZEME
PA6 GFR 30

 For rods please check pages: 150- 161

 For keys please check pages: 162 - 163

Without mechanism
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ROD-LATCH SYSTEM

New

MODULER SYSTEM 
SWINGHANDLE

• Swing handle has a modular lock    
   structure allows easy modi� cation for
   customer requests
• Lock and modules could be ordered    
   seperately              
• Single point locking and gerbox   
   option is possible on same lock by 
   an adaptor
• Padlock is optional
• Easy � xing option by plastic clips

MATERIAL
BODY:  PA6 GFR 30
HANDLE:   Zamak DIN-EN 

1774-ZnAl4Cu1
MECHANISM:   PA6 GFR 30
MODUL:   Zamak DIN-EN
CAM:  Steel

w  For cams please check pages: 146 - 147

 For rods please check pages: 150- 161

 For keys please check pages: 162 - 163

GROUP CODE

HANDLE BODY

MATERIAL

PRODUCT CODE

MODUL CAM

FINISH

FINISH

MATERIAL

ASSEMBLY For 
padlock only

FINISH F
No � nish 0
Black coated 2

MATERIAL M
Zamak 1
Plastic 2

CYLINDER TYPE DD Order code

Stainless steel dust cap (Keyed alike) 03 MDL03
Stainless steel dust cap (Keyed di� er) 32 MDL32
Euro key (5333) 05 MDL05
CH751 (Stainless steel dust cap) 07 MDL07

DRIVERS BUTTON CYLINDER
5 mm Double bit 8 mm Square 9 mm Triangular Zamak Brass

15 28 39 55 11

MDL15 MDL28 MDL39 MDL55 MDL11

Padlock application
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ROD-LATCH SYSTEM

The set items can be ordered seperately with their codes in below

1-SET:

• Body
• Handle
• Dust cap
• Shaft

1-SET:

• Plastic Mechanism
• Screws
• Cam Adapter

1-SET:

• Plastic Fixed part 
• Screws 
• Cam Adapter

1-SET:

• Plastic Fixed part 
• Screws 

1-PCS

• Clip-in part 

MODULES

• MDLXX

Please check  
the cams page

With this clip-in 
part mounting 
time reduces by 
%50 

With this set
the handle 
meet IP 65 
specs.

For multi point 
locking

For single point 
locking

Please check 
the previous 
page

Due to the modular structure, the swing-
handle can be easily modi� ed to  the desired 
locking system

Modules can be ordered separately.

With cover With clip

CAMS
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SWINGHANDLES

New

MODULER SYSTEM 
SWINGHANDLE

• Swing handle has a modular lock    
   structure allows easy modi� cation for
   customer requests
• Lock and modules could be ordered    
   seperately              
• Single point locking and gerbox   
   option is possible on same lock by 
   an adaptor
• Padlock is optional
• Easy � xing option by plastic clips

MATERIAL
BODY:  PA6 GFR 30
HANDLE:   Zamak DIN-EN 

1774-ZnAl4Cu1
CAM:  Steel
SEAL: Polyurethane

 For cams please check pages: 146 - 147

 For rods please check pages: 150- 161

 For keys please check pages: 162 - 163

GROUP CODE

HANDLE BODY

MATERIAL

PRODUCT CODE

MODUL CAM

FINISH

FINISH

MATERIAL

ASSEMBLY For 
padlock only

Padlock application

FINISH F
No � nish 0
Black coated 2

MATERIAL M
Zamak 1
Plastic 2

CYLINDER TYPE DD Item code:

Stainless steel dust cap (Keyed alike) 03 MDL03
Stainless steel dust cap (Keyed di� er) 32 MDL32
Euro key (5333) 05 MDL05
CH751 (Stainless steel dust cap) 07 MDL07

DRIVERS BUTTON CYLINDER
5 mm Double bit 8 mm Square 9 mm Triangular Zamak Brass (keyed alike)

15 28 39 55 11

MDL15 MDL28 MDL39 MDL55 MDL11

Cut Out
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SWINGHANDLES

The set items can be ordered seperately with their codes in below

1-SET:

• Body
• Handle
• Dust cap
• Shaft

1-SET:

• Plastic Mechanism
• Screws
• Cam Adapter

1-SET:

• Plastic Fixed part 
• Screws 
• Cam Adapter

1-SET:

• Plastic Fixed part 
• Screws 

1-PCS

• Clip-in part 

MODULES

• MDLXX

Please check  
the cams page

With this clip-in 
part mounting 
time reduces by 
%50 

With this set
the handle 
meet IP 65 
specs.

For multi point 
locking

For single point 
locking

Please check 
the previous 
page

Due to the modular structure, the swinghandle can 
be easily modi� ed to  the desired locking system

Modules can be ordered separately.

With cover With clip

CAMS



90

214

1214 F1 D D C C

tel | 0845 758 5070     fax | 0845 609 0049

HEAVY-DUTY LOCKS

T HANDLE HEAVY-DUTY LOCK

• Advanced sealing with compression
• Adjustable grip is possible 
• Easy � xing with roller cam    
•  with/without padlock options

MATERIAL
BODY: Steel
HANDLE:  Zamak DIN-EN 

1774-ZnAl4Cu1
CAM: Steel
SCREW: Stainless steel
SEAL: Polyurethane

FINISH 
BODY: Black coated  
HANDLE:  Chrome or black coated

4.
5 

m
m

 
C

om
pr

es
si

on

Cut Out 

GROUP CODE

HANDLE

FINISH

MATERIAL

CYLINDER For
padlock only

PRODUCT CODE

FINISH F
Chrome 1
Black coated 2

CAM

New

Padlock application

CAM CC Position H: GRIP
min      max

01
Up 38 53

Down 54 69

02
Up 35 50

Down 57 72

03
Up 20 35

Down 72 87

CYLINDER D D
No cylinder 00
Stainless steel dust cap (Keyed alike) 03
Stainless steel dust cap (Keyed di� er) 32
Euro key (5333) 05
CH751 ( Stainless steel dust cap ) 07
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HEAVY-DUTY LOCKS

016

GROUP CODE

D D

CYLINDER

6

MATERIAL

2

FINISH VERSION

5

PRODUCT CODE

MATERIAL M

Steel 6

FINISH F

Black coated 2

For  
padlock only

SPECIFICATIONS D D

No cylinder 00
Stainless steel dust cap (Keyed alike) 03
Stainless steel dust cap (Keyed differ) 32

New

PUSH-TO-CLOSE LOCK

• Padlatch with integrated 
   Rotary Latch
• Slam-shut operation
• Striker bolt is required
•  Can open from inside by moving 

cable

MATERIAL
BODY: Steel
HANDLE: Steel
CAM:  Zamak DIN-EN  

1774-ZnAl4Cu1
SEAL: Polyurethane
ROTARY LATCH: Steel

STRIKER BOLT (MINI)

MATERIAL
BODY:  Steel

FINISH
Zinc Plated

 For Cables & Cable Accessories page:  158- 159

Locked position Unlock position
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COMPRESSION TRIGGER LOCK

•  Available with or without cylinder    
•  Adjustable between 36 mm – 
   48 mm grip 
•  Suitable for maximum 2 mm 

door thickness
•  Assemble by only one bracket

APPLICATIONS
Generators, compressors, electric 
panels, machinery covers

MATERIAL
BODY:    Zamak DIN-EN 

1774-ZnAl4Cu1
HANDLE:    Zamak DIN-EN 

1774-ZnAl4Cu1
FIXING BRACKET: Steel

MISCELLANEOUS PRODUCTS

Cut out

Driver System

No Cylinder

V : 1

1 DDF377

GROUP CODE VERSION FINISH CYLINDER
DRIVER

PRODUCT CODE

Finish F
Chrome 1
Black coated 2

CYLINDER DD

No cylinder 00

Stainless steel dust cap (Keyed alike) 03

Stainless steel dust cap (Keyed di� er) 32
Euro Key 05
CH751 (Stainless steel dust cap) 07

DRIVER DD

Slot 42

New
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COMPRESSION TRIGGER LOCK

•  Available with or without cylinder   
•  Adjustable between 51 mm – 
   63 mm grip 
•  Suitable for maximum 2 mm 

door thickness
•  Assemble by only one bracket

APPLICATIONS
Generators, compressors, electric 
panels, machinery covers

MATERIAL
BODY:   Zamak DIN-EN 

1774-ZnAl4Cu1
HANDLE:  Zamak DIN-EN 

1774-ZnAl4Cu1
FIXING BRACKET: Steel

Cut out

MISCELLANEOUS PRODUCTS

V : 2

2 DDF377

GROUP CODE VERSION FINISH CYLINDER
DRIVER

PRODUCT CODE

Finish F
Chrome 1
Black coated 2

CYLINDER DD

No cylinder 00
Stainless steel dust cap (Keyed alike) 03
Stainless steel dust cap (Keyed di� er) 32
Euro Key 05
CH751 (Stainless steel dust cap) 07

Driver System

No Cylinder

DRIVER DD

Slot 42

New
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ROTARY LATCH (MINI)

ROTARY LATCH (MINI)

• Six di� erent lever type 
•  Single or two stage actuation type
•  Bumper  version for vibrating 

conditions

MATERIAL
BODY:  Steel
BUMPER:  PA6

FINISH
Zinc Plated

 For striker bolts please check page : 

 For cables & accessories check page: 

 For locks please check page:

BOTTOM

TOP Standard VersionBumper Version
Dimensions are same as standard version 
except as shown

Striker bolt 
assembly

Panel

Striker bolt 
assembly

2x 
Mounting 

holes

Standard Version

(Left hand application)

(Left hand application)

Bumper Version
Dimensions are same as standard version 
except as shown

Lever

VERSION V
Standard 1
Bumper 2

LEVER TYPE LT
Bottom 1

Top 2

MOUNTING TYPE MT
Ø7,2 1
M6 2
1/4" 3

ACTUATION A
Single 1
Two 2

GROUP CODE VERSION MOUNTING 
TYPE

ACTUATION  

Right hand

Left hand

PRODUCT CODE

001

002
2800 V MT ALT 

LEVER 
TYPE

Lever

Panel
2x 

Mounting 
holes

Striker bolt 
assemblyStriker bolt 

assembly

Cam

Cam

MISCELLANEOUS PRODUCTS

New
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Standard Version

Panel

Panel

Striker bolt 
assembly

Striker bolt 
assembly

Cam

Lever2x 
Mounting 

holes

Striker bolt 
assembly

Striker bolt 
assembly

Bumper Version
Dimensions are same as standard 
version except as shown

Bumper Version
Dimensions are same as standard version 
except as shown

Standard Version

ROTARY LATCH (MINI)

ROTARY LATCH (MINI)

 

• Six di� erent lever type 
•  Single or two stage actuation type
•  Bumper version for vibrating 

conditions

MATERIAL
BODY:  Steel
BUMPER:  PA6

FINISH
Zinc Plated

 For striker bolts please check page : 

 For cables & accessories check page: 

 For locks please check page:

(Left hand application)

(Left hand application)

IN LINE

HAND ACTUATION

GROUP CODE VERSION LEVER 
TYPE

MOUNTING 
TYPE

ACTUATION  

Right hand

Left hand

PRODUCT CODE

001

002
2800 V MT ALT 

VERSION V
Standard 1
Bumper 2

LEVER TYPE LT
In Line 3

Hand Actuation 4

MOUNTING TYPE MT
Ø7,2 1
M6 2
1/4" 3

ACTUATION A
Single 1
Two 2

Cam

Trigger2x 
Mounting 

holes

Lever

MISCELLANEOUS PRODUCTS

New
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ROTARY LATCH (MINI)

ROTARY LATCH (MINI)

• Six di� erent lever type 
•  Single or two stage actuation type
•  Bumper  version for vibrating 

conditions

MATERIAL
BODY:  Steel
BUMPER:  PA6

FINISH
Zinc Plated

 For striker bolts please check page : 

 For cables & accessories check page: 

 For locks please check page:

PERPENDICULAR

TWO POINT

Bumper Version

Dimensions are same as standard version 
except as shown

Standard Version

(Left hand application)

(Left hand application)

VERSION V
Standard 1
Bumper 2

LEVER TYPE LT
Perpendicular 5

Two Point 6

MOUNTING TYPE MT
Ø7,2 1
M6 2
1/4" 3

ACTUATION A
Single 1
Two 2

Bumper Version

Dimensions same as standard version 
except as shown

Standard Version

Lever

Panel

Striker bolt 
assembly

Cam

Trigger
2x 

Mounting 
holes

Striker bolt 
assembly

Lever Panel

Striker bolt 
assembly

Cam

Trigger2x 
Mounting 

holes

Striker bolt 
assembly

GROUP CODE VERSION LEVER 
TYPE

MOUNTING 
TYPE

ACTUATION  

Right hand

Left hand

PRODUCT CODE

001

002
2800 V MT ALT 

MISCELLANEOUS PRODUCTS

New
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STRIKER BOLT (MINI)

MATERIAL
BODY:  Steel

FINISH
Zinc Plated

STRIKER BOLT (MINI)

MATERIAL
BODY:  Steel

FINISH
Zinc Plated

Standard Version

Bumper VersionLocked position

Locked position

Unlocked position

Unlocked position

Bolt Washer

Bolt Washer

Oring

MISCELLANEOUS PRODUCTS

New

New
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ROTARY LATCH (LARGE)

ROTARY LATCH (LARGE)

•  Three di� erent lever type    
•  Two stage actuation type

MATERIAL
BODY:  Steel

FINISH
Zinc Plated

 For striker bolts please check page : 

 For cables & accessories check page: 

 For locks please check page:

BOTTOM

PERPENDICULAR

Panel

Panel

Striker bolt 
assembly

Striker bolt 
assembly

Cam

Lever

Lever

(Left hand application)

(Left hand application)

Cam

MISCELLANEOUS PRODUCTS

LEVER TYPE LT
Bottom 1

Perpendicular 2
Two Point 3

MOUNTING TYPE MT
Ø7,2 1
M6 2
1/4" 3

GROUP CODE LEVER 
TYPE

MOUNTING 
TYPE

Right hand

Left hand

PRODUCT CODE

001

002
2810 MTLT

New
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ROTARY LATCH (LARGE)

STRIKER BOLT (LARGE)

MATERIAL
BODY: Steel

FINISH
Zinc Plated

 For cables & accessories check page: 

 For locks please check page:

Oring

Locked position Unlocked position

Striker bolt 
assembly

Panel

Lever

Bolt Washer

Cam

TWO POINT

MISCELLANEOUS PRODUCTS

New

New
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RETAINER CLIP

MATERIAL
PA6

CABLE MOUNTING BRACKET

MATERIAL
BODY:  Steel

FINISH
Zinc Plated

ACTUATOR CAM

MATERIAL
BODY:  Steel

FINISH
Zinc Plated

For any actuator cam 
please contact to sales 

(Cable Accessory) 

(Cable Accessory) 

Product Code
321.03.044

MISCELLANEOUS PRODUCTS

A B C D E F Trigger Lever Type Product Code

5.9 2.5 4.3 14.4 6.3 2 Perpendicular, In line, 
Two point 320.02.193

5.9 4.5 4.3 16.4 6.3 4 Top, Bottom 320.02.194

Product Code CC CH CL

30403779 98 0 45

New

New

New
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CABLES

MATERIAL
BODY: Steel

FINISH
Zinc Plated

Suitable for Rotary Latch 
Mini and Large applications 
without Retainer Clip 

Suitable for Rotary Latch 
Mini and Large applications 
with Retainer Clip

Only for Electronic Rotary Latch

Rotary Latch

Striker Bolt

Quarter Turn 'T' Handle Lock 
as an example

EXAMPLE APPLICATION

Actuator cam

Retainer clip

Cable

Bracket

Quarter Turn 'T' Handle Lock
Example application

'L' Type

'Z' Type

'L' Type

'L' Type

Round Type

'L' Type

L 
m

m L 
m

m

L 
m

m
V : 1!2 V : 2!2 V : 3!2

TYPE T
With spring 1

Without spring 0

LENGHT (L)
1000 mm
1500 mm
2000 mmLENGHTGROUP CODE VERSION TYPE

PRODUCT CODE

V LT 2801

MISCELLANEOUS PRODUCTS

Note: Cable diameter is 1.5 mm

New
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ELECTRONIC ROTARY LATCH

• Push to Close 
• Mechanical override
• Stainless steel cam and trigger
• Integrated microswitch for lock 
   status
• Microprocessor controlled gear 
   motor
• Compatible with access control 
   systems

MATERIALS
BODY: Steel and PA6 GFR 30
CAM:                 Stainless Steel

TECHNICAL SPECIFICATIONS
Operating Voltage : 9 - 24  Volt
Cable Length : 150 mm
Current : Max 500 MA

Pin 1

Pin 4

Pin 2

Pin 5

Pin 3

Pin 6

Bracket

Cable
Bolt (2x)

Striker Bolt

PIN Color Value
Pin 1 Black GND 
Pin 2 Green 12 Volt DC
Pin 3 Orange Signal
Pin 4 Red Microswitch COM
Pin 5 Blue Microswitch NO
Pin 6 Brown Microswitch NC

ELECTRONIC LOCKING SYSTEM

Travel Angle

Travel Angel

New

GROUP CODE MOUNTING 
TYPE

MOUNTING TYPE MT
Ø7,2 1
M6 2
1/4" 3
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STRIKER BOLT

MATERIAL
BODY:  Steel

FINISH
Zinc Plated

CABLE MOUNTING BRACKET

MATERIAL
BODY:  Steel

FINISH
Zinc Plated

 For Cables & Cable Accessories page: 22-23

 For locks page: AS Catalogue 164 - 237

Bolt

Locked positionUnlocked position

Washer Oring

ELECTRONIC LOCKING SYSTEM

New

New
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CAM LOCKS

CAM LOCK – EASY FIXING

• Easy and toolless  fixing by plastic 
   clip 
• Used for different door thicknesses.                                                             
• Various driver options are possible                            
• Logo on front face is optional.

MATERIAL
HOUSING:  Polyamide DIN-EN ISO 

1043-1 PA6 GFR 30
CYLINDER:   Zamak DIN-EN 

1774-ZnAl4Cu11
CAM: Plastic or steel

 For cams please check pages: 144 - 145

Cut out

CAMCYLINDERGROUP CODE MATERIAL FINISH

PRODUCT CODE

CYLINDER SPECIFICATIONS DD
Stainless steel dust cap (Keyed alike) 03
Stainless steel dust cap (Keyed differ) 32
Master System 04
Euro key (5333) 05
CH751 (Stainless steel dust cap 07

New

DOOR 
THICKNESS

SPECIFICATIONS DT
1.2 -1.8 mm thickness panel 12
1.8 -2.3 mm thickness panel 23

   BOLT COVER (For grounding)

•  Can order separately
    (only for plastic cams)

320.02.221
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Note: For di� erent colors please 
contact Essentra 

Cut Out

QUARTER-TURN LOCKS

QUARTER TURN – 
EASY FIXING

• Easy assembly by plastic clips
• Applicable on di� erent 
   panel thicknesses                                                            
• Various driver options are possible                            
• Logo application upon request
• Easy assembly - without tools
• Standard cut out

MATERIAL
HOUSING:  Polyamide DIN-EN ISO 

1043-1 PA6 GFR 30
DRIVER:    PA6 GFR 30 or zamak
CAM: Plastic or steel

 For cams please check pages: 144 - 145

 For drivers please check page: 166

 For keys please check pages : 162 - 163

DOOR 
THICKNESS

GROUP CODE

HOUSING DRIVER

DRIVER

FINISH

MATERIAL

CAM

PRODUCT CODE

FINISH

MATERIAL

MATERIAL M

Zamak 1

Plastic 2

FINISH F
Chrome 1
Black coated 2
No � nish 0

SPECIFICATIONS DT
1.2 -1.8 mm panel thickness 12
1.8 -2.3 mm panel thickness 23

   BOLT COVER (For grounding)
320.02.221

•  Can order separately
    (only for plastic cams)

New
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PRODUCT CODE

QUARTER-TURN LOCKS

QUARTER TURN- 
PADLOCKABLE

•  Standard cams without stopper
required for these locks

• Maximum shackle diameter 8 mm

MATERIAL
HOUSING:    Zamak DIN-EN 

1774-ZnAl4Cu1
KNOB:    Zamak DIN-EN 

1774-ZnAl4Cu1
CAM:  Steel

FINISH
Chrome or Black coated

 For cams please check pages: 146 - 147

Cut Out

:1V

GROUP CODE FINISHMATERIAL

C C

CAM

1 F662

VERSION

1

Right hand RH

Left hand LH

001

002

MATERIAL M

Zamak 1

FINISH F
Chrome 1
Black coated 2

New
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PRODUCT CODE

QUARTER-TURN LOCKS

Cut Out

V :2

Left hand & Right hand
Pull and turn the knob 

QUARTER TURN- 
PADLOCKABLE

• Adjustable cam
• Three di� erent cam alternatives
   available
• Maximum shackle diameter 8 mm
•  Suitable for left- and right-hand 

applications

MATERIAL
HOUSING:    Zamak DIN-EN 

1774-ZnAl4Cu1
KNOB:    Zamak DIN-EN 

1774-ZnAl4Cu1
CAM:  Steel

FINISH
Chrome or Black coated

Pull

Turn

CAM CC CH CL H Grip
min      max

01 0 33 41 58

02 14 33 27 72

03 27.5 33 13.5 85

GROUP CODE FINISHMATERIAL

C C

CAM

1 F662

VERSION

2

MATERIAL M

Zamak 1

FINISH F
Chrome 1
Black coated 2

New
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QUARTER-TURN LOCKS

PRODUCT CODE

F1211 F1

GROUP CODE

HOUSING HANDLE

FINISH

FINISH

MATERIAL

MATERIAL

C C

CAM

Cut Out

New

PADLOCKABLE - 'L'  HANDLE

• Padlockable steel lock can 
   be used for outdoor enclosures.
• Suitable for hygenic cabinets  and 
   electrical enclosures.

MATERIAL
HOUSING:  Zamak DIN-EN   
                            1774-ZnAl4Cu1 
HANDLE:    Zamak DIN-EN 

1774-ZnAl4Cu1 
CAM:  Steel 
GASKET:  Rubber

 For cams please check pages: 144 - 145

 For drivers please check page: 16

FINISH F
Chrome 1
Black coated 2

MATERIAL M

Zamak 1
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Cut Out

QUARTER-TURN LOCKS

New

Star handle

T handle

QUARTER TURN - 
MODULER HANDLE

• Two di� erent plastic handle options 
   are available.
• Handles and lock can be ordered 
   separately and assembled 
   by single screw

MATERIAL
HOUSING:  Zamak or PA6 GFR 30
DRIVER:    Zamak DIN-EN 

1774-ZnAl4Cu1 
CAM:  Steel 
GASKET:  Rubber

HANDLES

• Handles can be order separately

MATERIAL
HANDLE : PA6 GFR 30 
COVER : PA6 GFR 30
BOLT : STEEL

 For cams please check pages: 144 - 145

      Note: Supplied with screw and cover

MATERIAL M

Zamak 1

Plastic 2

FINISH F
Chrome 1
Black coated 2
No � nish 0

Speci� cations Handle
No handle 00

Star handle 01
'T' handle 02

CAMGROUP CODE HANDLE

HOUSING DRIVER

DRIVER

FINISH

FINISH

MATERIAL

MATERIAL

Bolt cover

Screw
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BodyStepped cam

Handle

Lock-� xing device
Bolt

HVAC LOCK 'T' HANDLE

•  Outside locking system provides 
safety for pressurised doors

MATERIAL
BODY:   Zamak DIN-EN 

1774-ZnAl4Cu1
HANDLE:   Zamak DIN-EN 

1774-ZnAl4C 
                            or PA6 GFR 30

PRODUCT CODE

MISCELLANEOUS PRODUCTS

BODY DOOR

Cut out

CYLINDER SPECIFICATIONS DD
No cylinder 00
Stainless steel dust cap (Keyed alike) 03
Stainless steel dust cap (Keyed di� er) 32
Euro key (5333) 05
CH751 (Stainless steel dust cap) 07

Material M
Zamak 1
Plastic 2

Finish F
No Finish 0
Chrome 1
Black coated 2

HANDLE

D D

GROUP CODE

BODY HANDLE

CYLINDER

FINISH

MATERIAL

MATERIAL

FINISH

110 21612 FM

New
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HVAC LOCK 'L' HANDLE

•  Outside locking system provides 
safety for pressurised doors

BODY:   Zamak DIN-EN 
1774-ZnAl4Cu1

HANDLE:   Zamak DIN-EN 
1774-ZnAl4C 

                            or PA6 GFR 30Stepped cam Lock-� xing device Body
HandleBolt

PRODUCT CODE

BODY DOOR

Cut out

Material M
Zamak 1
Plastic 2

Finish F
No Finish 0
Chrome 1
Black coated 2

CYLINDER SPECIFICATIONS DD
No cylinder 00
Stainless steel dust cap (Keyed alike) 03
Stainless steel dust cap (Keyed di� er) 32
Euro key (5333) 05
CH751 (Stainless steel dust cap) 07

21612 FM D D

GROUP CODE

BODY HANDLE

FINISH

MATERIAL

MATERIAL

FINISH

111

HANDLE CYLINDER

MISCELLANEOUS PRODUCTS



56

 661

5656 tel | 0845 758 5070     fax | 0845 609 0049

QUARTER-TURN LOCKS

QUARTER TURN – 
EASY FIXING

• Easy assembly - without tools
• Standard cut out
• 2.0 mm maximum panel thickness

MATERIAL
HOUSING:  Polyamide DIN-EN ISO 

1043-1 PA6 GFR 30
DRIVER:  PA6 GFR 30
CAM:  Steel

 For cams please check pages: 144 - 145

 For keys please check pages : 162 - 163

PRODUCT CODE

Note: For di� erent drivers please 
contact Essentra 

Cut Out

02661 02 D D

GROUP CODE

HOUSING DRIVER

DRIVER

FINISH

FINISH

MATERIAL

MATERIAL

C C

CAM

MATERIAL M
Plastic 2

FINISH F
No � nish 0

5 mm Double bit

DD

15

8 mm Square

DD

28

9 mm Triangular

DD

39

DRIVERS

New
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HANDLES

COVER PULL (SNAP-IN)

• Easy assembly by clips
• For custom logo and colors 
   please contact Essentra

MATERIAL
ABS

Cut Out

PRODUCT CODE

GROUP CODE DOOR 
THICKNESS

DT374

New
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VERSION DRIVERGROUP CODE FINISHMATERIAL CAM

V D D C C4 0440

Right hand RH

Left hand LH

PRODUCT CODE

HYGIENIC 
COMPRESSION LOCK

• Dirt resistant and easy to clean
•  Specially designed for hygiene 

requirements
•  Used for cabinets that require 

better sealing under vibrating 
conditions

• 6 mm of compression
• Noise isolation
•  Di� erent drivers / cams available
•  The lock has been tested according 

to the DIN EN 61373 Category 1-B 
for vibration and shock.

• Working Temprature Range: 
   -50 /+80  C
 M22 Nut :
    should be � xed with 60 Nm
  M10 Nut: 
    should be � xed with 10 Nm
• Threadlocker is applied to the   
    nut threads to get extra fastness   
    against vibration and shock
•  Max load capacity: 562 N  

MATERIAL
HOUSING: Stainless Steel (AISI 316)
DRIVER: Stainless Steel (AISI 316)
CAM: Stainless Steel (AISI 304)
NUT: Stainless Steel (AISI 304)
ORING: Silicone

METAL KEY

MATERIAL & FINISH
Zamak DIN-EN 1774-ZnAl4Cu1 
Chrome plated

:3V:1V

Standard
Cut Out

Special
Cut Out

8 mm Square

DD

28

Special

DD

99

001

002

STAINLESS STEEL PRODUCTS

Attention

DRIVERS

New
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VERSION DRIVERGROUP CODE FINISHMATERIAL CAM

V D D C C4 0440

Right hand RH

Left hand LH

PRODUCT CODE

001

002

STAINLESS STEEL PRODUCTS

:4V:2V

Attention
Standard
Cut Out

Special
Cut Out

8 mm Square

DD

28

Special

DD

99

DRIVERS

HYGIENIC 
COMPRESSION LOCK

• Dirt resistant and easy to clean
•  Specially designed for hygiene 

requirements
•  Used for cabinets that require 

better sealing under vibrating 
conditions

• 6 mm of compression
•  Wide grip range with adjustable 

screw
• Noise isolation
•  Di� erent drivers / cams available
•  Three di� erent cam alternatives

available
•  The lock has been tested according 

to the DIN EN 61373 Category 1-B 
for vibration and shock.

• Working Temprature Range: 
   -50 /+80  C
 M22 Nut :
    should be � xed with 60 Nm
  M10 Nut: 
    should be � xed with 10 Nm
• Threadlocker is applied to the   
    nut threads to get extra fastness   
    against vibration and shock
•  Max load capacity: 562 N

MATERIAL
HOUSING: Stainless Steel (AISI 316)
DRIVER: Stainless Steel (AISI 316)
CAM: Stainless Steel (AISI 304)
NUT: Stainless Steel (AISI 304)
ORING: Silicone

METAL KEY

MATERIAL & FINISH
Zamak DIN-EN 1774-ZnAl4Cu1 
Chrome plated

New

CAM CC CH CL POSITION
H: GRIP

min      max

01 0 33 Flat 41 58

02 14 33
Up 27 44

Down 55 72

03 27,5 33
Up 13.5 30,5

Down 68 85



40

540

001

002
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STAINLESS STEEL PRODUCTS

Standard
Cut Out

Special
Cut Out

Note: For di� erent drivers please 
contact Essentra 

COMPRESSION LOCK

SHORT HOUSING

•  Used for cabinets that 
require better sealing under 
vibrating conditions

• Provides 4 mm of compression
• Provides noise isolation
•  Di� erent drivers / cams available
•  Standard cams without stopper

required for these locks
•  The lock has been tested according 

to the DIN EN 61373 Category 1-B 
for vibration and shock.

• Working Temprature Range: 
   -50 /+80  C
 M22 Nut :
    should be � xed with 60 Nm
  M10 Nut: 
    should be � xed with 10 Nm
 Threadlocker is applied to the   
    nut threads to get extra fastness   
    against vibration and shock
•  Max load capacity: 562 N

MATERIAL
HOUSING: Stainless Steel (AISI 316)
DRIVER: Stainless Steel (AISI 316)
CAM: Stainless Steel (AISI 304)
NUT: Stainless Steel (AISI 304)

 For cams please check pages: 146 - 147

 For keys please check pages : 162 - 163

8 mm Triangular

DD

38

3 mm Double bit

DD

13

5 mm Double bit

DD

15

Railway

DD

88

8 mm Square

DD

28

2X4 mm Slot

DD

42

7 mm Triangular

DD

37

Attention

:3V:1V

VERSION DRIVERGROUP CODE FINISHMATERIAL CAM

V D D C C4 0540

Right hand RH

Left hand LH

PRODUCT CODE

The � rst 90° of key rotation turns the cam 
to locking position

Further key rotation 180° applies 
4 mm compression

New



001

002

41

540

 email | sales@essentracomponents.co.uk       web | www.essentraaccesssolutions.com

STAINLESS STEEL PRODUCTS

Note: For di� erent drivers please 
contact Essentra 

COMPRESSION LOCK

SHORT HOUSING

•  Used for cabinets that require 
better sealing under vibrating 
conditions

• 4 mm of compression
•  Wide grip range with adjustable 

screw
• Noise isolation
•  Di� erent drivers / cams available
•  Three di� erent cam alternatives

available
•  The lock has been tested according 

to the DIN EN 61373 Category 1-B 
for vibration and shock.

• Working Temprature Range: 
   -50 /+80  C
 M22 Nut :
    should be � xed with 60 Nm
  M10 Nut: 
    should be � xed with 10 Nm
• Threadlocker is applied to the   
    nut threads to get extra fastness   
    against vibration and shock
•  Max load capacity: 562 N

MATERIAL
HOUSING: Stainless Steel (AISI 316)
DRIVER: Stainless Steel (AISI 316)
CAM: Stainless Steel (AISI 304)
NUT: Stainless Steel (AISI 304)

 For keys please check pages : 162 - 163

PRODUCT CODE

Standard
Cut Out

Special
Cut Out

Attention

:4V:2V

VERSION DRIVERGROUP CODE FINISHMATERIAL CAM

V D D C C4 0540

Right hand RH

Left hand LH

CAM CC CH CL H Grip
min      max

01 0 33 28 38

02 14 33 14 52

New
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MINI COMPRESSION LOCK

•  Used for cabinets that require 
better sealing under vibrating 
conditions

• 4 mm compression ratio
• Provides noise isolation
•  Driver and cam alternatives 

available

MATERIAL
HOUSING: Stainless Steel (AISI 316)
DRIVER: Stainless Steel (AISI 316)
CAM: Stainless Steel (AISI 304)
NUT: Stainless Steel (AISI 30

DUST CAP

 For keys please check pages : 162 - 163

MATERIAL : Polyurethane

(Order separately)

Cut Out

CAM CC CH CL H Grip
min      max

01 0 23 26.2 29.4

02 1 23 25.2 28.4

03 3.8 23 22.4 25.6

04 7 23 19.2 22.4

05 10.2 23 16 19.2

06 13.4 23 12.8 16

07 16.6 23 9.6 12.8

08 19.8 23 6.4 9.6

09 23 23 3.2 6.4

DRIVERS

Tubular key

DD

93

4 mm Hexagon

DD

64

Slot

DD

45

C C

CAM

D D

DRIVER

140

GROUP CODE

4

MATERIAL

0

FINISH

PRODUCT CODE

New
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QUARTER TURN –
 SPRING LOADED

• Vibration proof quarter turn
•  Opening the lock only possible by 

pushing and rotating the driver by 
the key

MATERIAL
HOUSING: Stainless Steel (AISI 316)
DRIVER: Stainless Steel (AISI 316)
CAM: Stainless  Steel (AISI 304)
NUT: Stainless Steel (AISI 304)

Cut out

Locked position Unlock position

Push

STAINLESS STEEL PRODUCTS

Turn

Note: For di� erent drivers please 
contact Essentra 

3 mm Double bit 5 mm Double bit 8 mm Square 7 mm Triangular 8 mm Triangular Railway

DD DD DD DD DD DD

13 15 28 37 38 88

Right hand RH

Left hand LH

D D

DRIVERGROUP CODE FINISHMATERIAL

C C

CAM

4 01060

PRODUCT CODE

001

002

New
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PADLOCKABLE - 'L'  HANDLE

• Padlockable stainless steel lock can 
   be used for outdoor enclosures.
• Suitable for hygenic cabinets  and 
   electrical enclosures.

MATERIAL
HOUSING: Stainless Steel (AISI 316)
HANDLE: Stainless Steel (AISI 316)
CAM: Stainless Steel (AISI 304)
NUT: Stainless Steel (AISI 304)

 For cams please check page: 148

PRODUCT CODE

CAMGROUP CODE FINISHMATERIAL

Cut Out

STAINLESS STEEL PRODUCTS

New
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PADLOCKABLE WING KNOB

• Maximum shackle diameter is 
   9 mm for 10 mm hole
• Maximum shackle diameter is 
   6 mm for 7.5 mm hole

MATERIAL
HOUSING: Stainless Steel (AISI 316)
KNOB: Stainless Steel (AISI 316)
CAM: Stainless  Steel (AISI 304)
NUT: Stainless Steel (AISI 304)

 For cams please check page: 148

Cut out

STAINLESS STEEL PRODUCTS

CAMGROUP CODE FINISHMATERIAL

New

PRODUCT CODE
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LH

RH

LIFT-OFF HINGE

•  Designed for plain/� ush-mounted 
doors

•  Suitable for left- and right-hand 
applications

MATERIAL
BODY:  Steel
PIN:  Stainless Steel

FINISH
Zinc plated

FLAT HINGES

Hinge Rotation Angle

6 3
001

002
4299

PRODUCT CODE

GROUP CODE MATERIAL FINISH

Left hand LH

Right hand RH

New
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STAINLESS STEEL PRODUCTS

LIFT-OFF HINGE

•  Designed for plain/� ush-mounted 
doors

•  Suitable for left- and right-hand 
applications

MATERIAL
BODY: Stainless Steel (AISI 304)
PIN: Stainless Steel (AISI 303)

4299

PRODUCT CODE

GROUP CODE MATERIAL FINISH

Left hand LH

Right hand RH

4 0
001

002

New

Hinge Rotation Angle
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SIDE HINGE

• Side-mounted hinge
• Brass 12 mm parts 

MATERIAL
Brass

FINISH
Chrome plated

Hinge Rotation Angle

      Note: Bolts are supplied

PRODUCT CODE

GROUP CODE MATERIAL FINISH HEIGHT

1 H3993

SIDE HINGES

H

16

19

21

New
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SIDE HINGES

Hinge Rotation Angle

GROUP CODE MATERIAL FINISH

PRODUCT CODE

131093

SIDE HINGE

•  Side-mounted hinge
•  Pin Lenght can be modi� ed 
• For di� erent lenght contact 
   Essentra

MATERIAL
BODY: Brass
PIN: Steel

FINISH
Chrome Plated

New
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STAINLESS STEEL PRODUCTS

LIFT-OFF HINGE

• Lift-o�  hinge
• Suitable for left- and right-hand
   applications
• Maximum hinge rotation 180°

MATERIAL
BODY: Stainless Steel (AISI 304)
PIN: Stainless Steel (AISI 303)

PRODUCT CODE

GROUP CODE MATERIAL FINISH

      Note: Bolts are supplied

New
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      Note: Bolts are not supplied

SIDE HINGE

MATERIAL
BODY: Steel
PIN: Stainless Steel

FINISH
Chrome or black coated

Hinge Rotation Angle

PRODUCT CODE

GROUP CODE MATERIAL FINISH

F61193

MATERIAL M

Steel 6

FINISH F

No � nish 0
Chrome 1
Black coated 2

SIDE HINGES

New
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MP MP
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CONCEALED HINGE

• Stainless steel version: page 
•  Remove the door by just removing 

the pin
•    Suitable for 24 mm door bend 

cabinets
•  Copper plated middle part for 

easy welding

MATERIAL
BODY:    Zamak DIN-EN 

1774-ZnAl4Cu1 
FIXED PART:  Steel

FINISH
BODY:  Zinc plated
FIXED PART:  Copper plated

PRODUCT CODE
Note: Bolts are not supplied

Middle Parts

GROUP CODE MATERIAL FINISH VERSION MIDDLE 
PART

4 MP1995 6 3

HOLE

0

Circle Slot

CONCEALED HINGES

New
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PRODUCT CODE

Middle Parts

GROUP CODE MATERIAL FINISH MIDDLE 
PART

VERSION

MP41995 4 0

Note: Bolts are not supplied

HOLE

0

Circle Slot

STAINLESS STEEL PRODUCTS

New

CONCEALED HINGE

• Steel version: page
•  Remove the door by just removing 

the pin
•  Suitable for heavy-duty 

applications
•  Suitable for 24 mm door bend 

cabinets

MATERIAL
BODY: Stainless Steel (AISI 304)
PIN:      Stainless Steel (AISI 303)
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STAINLESS STEEL PRODUCTS

CONCEALED HINGE

•  Remove the door by just removing 
the pin

•  Suitable for heavy-duty 
applications

•  Suitable for 24.5 mm bend door 
cabinets

MATERIAL
BODY: Stainless Steel (AISI 304)
PIN: Stainless Steel (AISI 303)

Fixed by clips

Middle Parts

GROUP CODE MATERIAL FINISH VERSION

4995 4 0

MIDDLE 
PART

MP

HOLE

0

PRODUCT CODE

Circle Slot

New
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CONCEALED HINGES

CONCEALED HINGE

• Can be used for small size panels

MATERIAL
Steel

FINISH
Zinc plated

New

PRODUCT CODE

GROUP CODE MATERIAL FINISH VERSION

M5 Bolt

M5 self tapping screw

M5 self tapping screw




