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industrial relays
 general control of electrical equipment,
 industrial control systems,
 equipment for air-conditioning, refrigeration  

products, heating, ventilation, lighting,
 protection, monitoring and alarm equipment,
 control systems and devices  

for household equipment,
 electrical automation systems – industrial  

and power-engineering automation,
 building automation equipment (BMS),
 other.

special relays
 installation – in modular covers,
 for photovoltaic systems (solar)  

– connecting/disconnecting the DC voltage  
of the cell, connecting/disconnecting  
the entire system to/from the public power 
network (AC) acc. to DIN VDE 0126-1-1,

 applications specified in descriptions  
of industrial and interface relays.

interface relays 
(relay coupling modules)

 in applications with PLCs 
as input / output [I/O] separators,

 in industrial automation applications  
for isolation of input signals  
from output circuits,

 in electrical applications as universal  
interfaces between control and load,  
for medium load switching,

 applications specified in descriptions  
of industrial relays.
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RY2
miniature industrial relays

RS35

RS35  |  RS50
industrial relays of small dimensions – for photovoltaic systems (solar) 

RS35 RS50
Number & type of contacts 2 NO 2 NO

Rated load AC1 
  DC1

35 A / 250 V AC
35 A / 24 V DC

48 A / 250 V AC
48 A / 24 V DC

Coil rated voltage DC 5, 9, 12, 18, 24, 110 V

Dimensions  mm 40 x 25 x 49,2 40 x 25 x 49,2

Terminals PCB

PCBRS50

RY2 ❶
Number & type of contacts  2 CO

Rated load AC1 
  DC1

12 A / 250 V AC
12 A / 30 V DC

Coil rated voltage  AC  
  DC

50/60 Hz: 6, 12, 24, 42, 48, 60, 80, 110, 120, 127, 220, 230, 240 V
5, 6, 12, 24, 48, 60, 80, 110, 125, 220 V

Dimensions  mm 27,5 x 21,1 x 34,5

Terminals for plug-in sockets, faston 187 (4,8 x 0,5 mm) PANEL

FASTON 187

❶ Available special versions  
– relays with cover  
with flange for mounting  
on panel

RY2 RY2 + GZY2G
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R2N  |  R3N  |  R4N
miniature industrial relays 

R2M
miniature industrial relays

PCB

R2M
Number & type of contacts  2 CO

Rated load AC1 
  DC1

5 A / 250 V AC
5 A / 24 V DC

Coil rated voltage  AC  
  DC

50/60 Hz: 6, 12, 24, 50, 100, 110, 115, 120, 220, 230, 240 V
6, 12, 24, 48, 60, 80, 110 V

Dimensions  mm 27,5 x 14 x 32,9

Terminals for plug-in sockets, PCB

R2M R2M + GZ2

R2N R3N R4N
Number & type of contacts 2 CO 3 CO 4 CO

Rated load AC1 
  DC1

12 A / 250 V AC
12 A / 24 V DC

10 A / 250 V AC
10 A / 24 V DC

6 A / 250 V AC ❷
6 A / 24 V DC

Coil rated voltage  AC  
  DC

50/60 Hz: 6, 12, 24, 42, 48, 60, 80, 110, 115, 120, 127, 220, 230, 240 V
5, 6, 12, 24, 48, 60, 80, 110, 125, 220 V

Dimensions  mm 27,4 x 21 x 35,5 27,4 x 21 x 35,5 27,4 x 21 x 35,5

Terminals for plug-in sockets for plug-in sockets ❸ for plug-in sockets, PCB

❷ R4N: 7 A / 230 V AC (VDE)     ❸ R3N: only for sockets with screw terminals

R3NR2N R4N R4N + GZM4

PCB
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R15 2 CO + PZ8R15 3 COR15 2 CO

R15 2 CO  |  R15 3 CO
industrial relays of small dimensions

R15 2 CO R15 3 CO
Number & type of contacts 2 CO 3 CO

Rated load AC1 
  DC1

10 A / 250 V AC
10 A / 24 V DC

10 A / 250 V AC
10 A / 24 V DC

Coil rated voltage  AC  
  DC

50/60 Hz: 6, 12, 24, 48, 60, 115, 120, 220, 230, 240 V
6, 12, 24, 48, 60, 110, 120, 220 V

Dimensions  mm 35 x 35 x 54,4 35 x 35 x 54,4

Terminals for plug-in sockets

R15 4 CO
industrial relays of small dimensions

R15 3 CO + PZ11

R15 4 CO
Number & type of contacts  4 CO

Rated load AC1 
  DC1

10 A / 250 V AC
10 A / 24 V DC

Coil rated voltage  AC  
  AC 
 DC

50 Hz: 6, 12, 24, 48, 60, 115, 120, 220, 230, 240 V
60 Hz: 6, 12, 24, 48, 60, 110, 120, 220, 230, 240 V

6, 12, 24, 48, 60, 110, 120, 220 V

Dimensions  mm 35 x 42,5 x 54,5

Terminals for plug-in sockets

R15 4 CO R15 4 CO + GZ14U



7

Export Sales Department  phone +48 68 47 90 832, 951 • e-mail: export@relpol.com.pl

RUC 
industrial relays of small dimensions

RUC-M 
industrial relays of small dimensions – for high DC loads

RUC ❶ ❹
Number & type of contacts  2 CO, 3 CO, 2 NO, 3 NO

Rated load AC1 
  DC1

16 A / 250 V AC
16 A / 24 V DC

Coil rated voltage   AC  
  AC 
 DC 
 DC

50/60 Hz: 6, 12, 24, 115, 120, 220, 230, 240 V
50 Hz: 400 V ❼

standard: 6, 12, 24, 42, 48, 60, 110, 120, 220 V 
reinforced: 12, 24, 48, 110, 220 V

Dimensions  mm 36,1 x 38,6 x 45,5 ❼

Terminals for plug-in sockets ❼, faston 187 (4,8 x 0,5 mm), 
faston 250 (6,3 x 0,8 mm), PCB

RUC ❼ + GUC11SRUC

RUC-M ❶ ❹
Number & type of contacts  1 NO, 2 NO

Rated load AC1 
  DC1

16 A / 250 V AC
16 A / 24 V DC ❺

Coil rated voltage  AC  
  DC

 50/60 Hz :12, 24, 115, 120, 230, 240 V 

 reinforced: 12, 24, 48, 110, 220 V

Dimensions  mm 36,1 x 38,6 x 45,5 ❻

Terminals for plug-in sockets, faston 187 (4,8 x 0,5 mm), PCB

RUC-M RUC-M...V6 
(vertical adaptor)

RUC-M...H6 
(horizontal adaptor)

❶  Available special versions – relays with cover 
with flange for mounting on panel

❺  Available special versions – with adaptors  
for mounting on 35 mm rail mount

❽  Only for RUC faston 187 (4,8 x 0,5 mm) for 
sockets GUC11, GUC11S: max. 250 V AC / DC

FASTON 250

FASTON 187 35 MM

PCB

PANEL

❶ Available special versions – relays with cover 
with flange for mounting on panel

❺  Available special versions – with adaptors  
for mounting on 35 mm rail mount

❻  RUC-M: relays with permanent magnet  
whose magnetic field blows the electric  
arc between the contacts: DC loads  
possible up to 14 A / 110 V and 12 A / 220 V  
– see detailed technical data sheet  
on www.relpol.com.pl

❼  Only for RUC-M for sockets GUC11, GUC11S

FASTON 187 35 MM

PCB

PANEL
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R20

R20
industrial relays of small dimensions

R20
Number & type of contacts 1 NO, 2 NO

Rated load AC1AC1 1 NO: 30 A / 250 V AC 
2 NO: 25 A / 250 V AC

Coil rated voltage  AC  
  DC

50/60 Hz: 24, 48, 115, 230 V
12, 24, 110 V

Dimensions  mm 67 x 33 x 35

Terminals faston 250 (6,3 x 0,8 mm)

R30N  |  R40N
industrial relays of small dimensions

FASTON 250

PANEL

PCB

R30N R40N

R30N R40N
Number & type of contacts  1 CO, 1 NO 1 CO, 1 NO

Rated load AC1 
  DC1

1 NO: 30 A / 240 V AC
1 NO: 30 A / 14 V DC

1 NO: 40 A / 240 V AC
1 NO: 40 A / 30 V DC

Coil rated voltage  AC  
  DC

 

5, 12, 24, 48, 110 V
50/60 Hz: 12, 24, 110, 120, 220 V

5, 12, 24, 48, 110 V

Dimensions  mm 32,5 x 27,6 x 20,5 32,5 x 27,6 x 20,5

Terminals PCB
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RG25
Number & type of contacts 2 NO

Rated load AC1 
  DC1

25 A / 400 V AC 
25 A / 24 V DC

Coil rated voltage  AC  
  DC

50 Hz: 12, 24, 110, 230, 400 V
12, 24, 48, 110, 220 V

Dimensions  mm 26 x 49 x 72 

Terminals screw terminals

RG25

RG25
industrial relays of small dimensions

35 MM

MT-PI-... (1 contact)

MT-PI-...
electromagnetic relays – installation

MT-PI-...
Number & type of contacts 1 CO, 1 NO 2 CO, 2 NO

Rated load AC1 
  DC1

16 A / 250 V AC   
16 A / 24 V DC

8 A / 250 V AC   
8 A / 24 V DC

Coil rated voltage AC  
  AC 
  DC 
 AC/DC

1 CO, 2 CO, 50/60 Hz: 115, 230 V 
1 NO, 2 NO, 50 Hz: 230 V
1 CO, 2 CO: 12, 24, 48 V 

1 NO, 2 NO, AC: 50 Hz: 12, 24, 48, 115 V

Dimensions  mm 90(98,8) x 17,5 x 63,5 ❽

Terminals screw terminals

MT-PI-... (2 contacts)

❽  In the bracket the 
length with 35 mm 
rail taps is shown

35 MM
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interface relays

relays RM84 / RM85, RM85 inrush 
+ sockets GZT80

PI84  |  PI85
interface relays

PI84 PI85
Number & type of contacts 2 CO 1 CO

Rated load AC1 
  DC1

8 A / 250 V AC
8 A / 24 V DC

16 A ❶ / 250 V AC
16 A / 24 V DC

Coil rated voltage  AC  
  DC

50/60 Hz: 12, 24, 120, 230, 240 V
12, 24, 48 , 60, 110 V

Dimensions  mm 81,6 x 15,9 x 67 81,6 x 15,9 x 67

Terminals screw terminals

35 MM

PANEL

relays RM84 / RM85 
+ sockets GZM80

❶  PI85: loads above 12 A  
(GZT80, GZM80) or 10 A (GZMB80)  
require bridging pairs of terminals:  
11 with 21, 12 with 22, 14 with 24 
– see www.relpol.com.pl

PI84  |  PI85...

PI84 PI85 PI85 inrush
Number & type of contacts  2 CO 1 CO 1 NO

Rated load AC1 
  DC1

8 A / 250 V AC
8 A / 24 V DC

16 A ❶ / 250 V AC
16 A / 24 V DC

16 A ❶ / 250 V AC
16 A / 24 V DC

Coil rated voltage  AC  
  DC

50/60 Hz: 12, 24, 48, 120, 230, 240 V
12, 24, 48, 110 V

 
12, 24, 110 V

Dimensions  mm 80 x 15,6 x 67 80 x 15,6 x 67 80 x 15,6 x 67

Terminals screw terminals

35 MM

PANEL

PI85 
(RM85 + GZM80)

PI84 
(RM84 + GZM80)

PI84 
(RM84 + GZT80)

PI85 inrush 
(RM85 inrush + GZT80)

PI85 
(RM85 + GZT80)
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PI84  |  PI85
interface relays

PI84 PI85
Number & type of contacts 2 CO 1 CO

Rated load AC1 
  DC1

8 A / 250 V AC
8 A / 24 V DC

10 A, 16 A ❶ / 250 V AC
16 A / 24 V DC

Coil rated voltage  AC  
  DC

50/60 Hz: 12, 24, 110, 120, 230 V
12, 24, 110 V

Dimensions  mm 97 x 16 x 69 97 x 16 x 69

Terminals spring terminals 35 MM

relays RM84 / RM85 
+ sockets GZMB80

❶  PI85: loads above 12 A  
(GZT80, GZM80) or 10 A (GZMB80)  
require bridging pairs of terminals:  
11 with 21, 12 with 22, 14 with 24 
– see www.relpol.com.pl

PIR2  |  PIR3  |  PIR4
interface relays

PIR2 PIR3 PIR4
Number & type of contacts 2 CO 3 CO 4 CO

Rated load AC1 
  DC1

12 A / 250 V AC
12 A / 24 V DC

10 A / 250 V AC
10 A / 24 V DC

6 A / 250 V AC ❷

6 A / 24 V DC

Coil rated voltage  AC  
  DC

50/60 Hz: 12, 24, 48, 120, 230 V
12, 24, 48, 110 V

Dimensions  mm 75 x 27 x 82 75 x 27 x 82 75 x 27 x 82

Terminals screw terminals

35 MM

PANEL

relays R2N / R3N / R4N 
+ sockets GZM2 / GZM3 / GZM4

PI84 
(RM84 + GZMB80)

PI85 
(RM85 + GZMB80)

PIR2 
(R2N + GZM2)

PIR4 
(R4N + GZM4)

PIR3 
(R3N + GZM3)

❷ PIR4: 7 A / 230 V AC
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PI6-1P  
(contacts)

PI6-1T  
(triac)

PI6-1P  |  PI6-1T
interface relays

35 MM

PIR6W-1P-...
interface relays

PIR6W-1P-...  
(contacts)

PIR6W-1P-...
Number & type of outputs 1 CO

Rated load AC1 
  DC1

AgSnO2: 6 A / 250 V AC   
AgSnO2: 6 A / 24 V DC

Input rated voltage  AC 
  DC 
  AC/DC

50/60 Hz: 230 V 
12, 24, 36 V 

AC: 50/60 Hz: 24, 42, 115, 230 V

Dimensions  mm 98,5 x 6,2 x 85,5

Terminals screw terminals

35 MM

PI6-1P PI6-1T
Number & type of outputs 1 CO 1 NO

Rated load AC1 
  DC1

AgSnO2: 6 A / 250 V AC   
AgSnO2: 6 A / 24 V DC

1,2 A / 400 V AC

Input rated voltage  DC 
  AC/DC

12, 24, 36 V 
AC: 50/60 Hz: 24, 42, 115, 230 V

 5...32 V 
AC: 50/60 Hz: 24, 230 V

Dimensions  mm 93,8 x 6,2 x 80 93,8 x 6,2 x 80

Terminals screw terminals
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PIR6W-1PS-...
interface relays

PIR6WB-1PS-...
interface relays

PIR6W-1PS-...-R  
(contacts) ❸

❸ PIR6W-1PS-...-R PIR6W-1PS-...-T/C/O

Number & type of outputs 1 CO 1 NO

Rated load AC1 
  DC1 
 DC1

PIR6W...-R: 6 A / 250 V AC   
PIR6W...-R: 6 A / 24 V DC

PIR6W...-T: 1 A / 240 V AC 
PIR6W...-C: 1 A / 48 V DC 
PIR6W...-O: 2 A / 24 V DC

Input rated voltage  AC 
  DC 
  AC/DC

50/60 Hz: 230 V  
6, 12, 24, 36, 48, 60 V 

AC: 50/60 Hz: 24, 42, 115, 230 V

Dimensions  mm 98,5 x 6,2 x 85,5 98,5 x 6,2 x 85,5

Terminals screw terminals

35 MM

PIR6W-1PS-...-T/C/O  
(triac, transistor) ❸

❸  PIR6W...-R: operational  
electromagnetic relay RM699BV, 
PIR6W...-T (or C or O): operational 
solid state relays RSR30  
– see www.relpol.com.pl

❸ PIR6WB-1PS-...-R PIR6WB-1PS-...-T/C/O

Number & type of outputs 1 CO 1 NO

Rated load AC1 
  DC1 
 DC1

PIR6W...-R: 6 A / 250 V AC   
PIR6W...-R: 6 A / 24 V DC

PIR6W...-T: 1 A / 240 V AC 
PIR6W...-C: 1 A / 48 V DC 
PIR6W...-O: 2 A / 24 V DC

Input rated voltage  AC 
  DC 
  AC/DC

50/60 Hz: 230 V  

6, 12, 24, 36, 48, 60 V 
AC: 50/60 Hz: 24, 42, 115, 230 V

Dimensions  mm 98,3 x 6,2 x 84,6 98,3 x 6,2 x 84,6

Terminals spring terminals (CAGE CLAMP®)

❸  PIR6W...-R: operational  
electromagnetic relay RM699BV, 
PIR6W...-T (or C or O): operational 
solid state relays RSR30  
– see www.relpol.com.pl

35 MM

PIR6WB-1PS-...-R  
(contacts) ❸

PIR6WB-1PS-...-T/C/O  
(triac, transistor) ❸
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GZM2
For R2N

GZT2
For R2N

GZT4
For R4N, T-R4 ❸

GZM4
For R4N, T-R4 ❸

GZM3
For R3N

GZT3
For R3N

GZ2
For R2M

GZ2 1111 GZ2 1060

GZY2G
For RY2

GZY2G-0041

GS4
For R4N

GS4-0036GS4-0035

GZ4
For R4N

G4 1052

GZP8
For R15 2 CO

GZP-0054

GZP-0035

Time module COM3

GZP11
For R15 3 CO

sockets with screw terminals (on 35 mm rail mount or on panel mounting)

❸ T-R4: time relays – see www.relpol.com.pl     ❹ GZ14Z: socket to be mounted behind the assembly panel     ❺ G4 1040 only for SU4/2L, SU4L

Plug-in sockets and accessories

GZT4-0035 Module type M...G4 1052GZT4-0040 ZGGZ4

GZMB2
For R2N

GZMB4
For R4N, T-R4 ❸

sockets with spring terminals 
(on 35 mm rail mount)

Module type M...TRG4 1052 TR4-2000GZMB4-0040
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G4/2, G4
For R2N, R4N

SU4/2D, SU4D
For R2N, R4N

SU4/2L, SU4L
For R2N, R4N

S2M
For R2M

G4 1050

G4 1053

G4 1040 ❺

G4 1053

G2M
For R2M

G2M 1020G4 1050

PS11
For R15 3 CO

PZ8
For R15 2 CO

PZ11
For R15 3 CO

PZ11 0031

GOP8, GOP11
For R15 2 CO, R15 3 CO

R15 5922

R159 1051

GOP14
For R15 4 CO

R15 5922R15 0736

GUC11
For RUC faston 4,8x0,5,  
RUC-M

sockets PCB sockets with solder terminals

MBA

GZ14U
For R15 4 CO

GZU8
For R15 2 CO

GZU11
For R15 3 CO

sockets with screw terminals (on 35 mm rail mount)

GZ14
For R15 4 CO

GZ8
For R15 2 CO

GZ11
For R15 3 CO

sockets with screw terminals (on panel mounting)

GZ14 0737GZ 1050

GZ14 0737GZ 1050

GZ14Z ❹
For R15 4 CO

GUC11S
For RUC faston 4,8x0,5,  
RUC-M

MBA

sockets with screw terminals (on 35 mm rail mount or on panel mounting)
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subminiature signal relays 
rated switching capacity: from 0,5 A to 3 A, coil voltage range: from 3 V to 48 V DC

miniature relays 
rated switching capacity: from 5 A to 20 A

industrial relays 
rated switching capacity: from 5 A to 48 A, mounting: to plug-in sockets  
on 35 mm rail mount acc. to PN-EN 60715 or on panel mounting, for PCB

interface relays 
rated switching capacity: from 0,05 A to 16 A, number of contacts: from 1 to 4

programmable relays NEED 
versions: 8 inputs / 4 outputs, 16 inputs / 8 outputs, with LCD display,  
without display, supply voltages: 12 V DC, 24 V DC, 220 V DC, 230 V AC,  
programming: LAD, STL, LED indicators of the relay and input / output status

time relays 
single- and multifunction time relays, wide range of time adjustments

monitoring relays 
monitoring of current, voltage, temperature

solid state relays 
rated load currents: from 1 A to 100 A, switching at zero or at any time

plug-in sockets for relays 
for PCB, for 35 mm rail mount acc. to PN-EN 60715 or on panel mounting

installation contactors RIK 
rated switching power: from 2,2 kW to 15 kW /at 400 V AC3/

power supplies 
for automation systems, output circuit: 12 V DC, 24 V DC,  
rated currents: from 0,42 A to 20 A

overvoltage arresters 
classes I, II and III, available with changeover signal contact

systems SMP 
radiation portal monitors 

protection relays CZIP®-PRO 
digital protection, automation, measurement, control and communication  
system for MV switchgears

Due to the permanent development policy, Relpol 
S.A. reserves the right to introduce changes of data 
and characteristics of the products. The devices shall 
be operated by skilled personnel in accor dance with 
the regulations in force pertaining to electrical sys-
tems. The technical data are of informational nature. 
Thus, Relpol S.A. does not accept any liability for inap-
propriate use of the presented products.

PRECAUTIONS 
1. Ensure that the parameters of the product described 

in its specification provide a safety margin for the ap-
propriate operation of the device or system and never 
use the product in circumstances which exceed the 
parameters of the product. 

2. Never touch any live parts of the device.
3. Ensure that the product has been connected correc-

tly. An incorrect connection may cause malfunction,  
excessive heating or risk of fire.

4. In case of any risk of any serious material loss or death 
or injuries of humans or animals, the devices or sys-
tems shall be designed so to equip them with double 
safety system to guarantee their reliable operation.


